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MOUNTING SCREWS PITCHED ROOF

*�Our warranty conditions apply. They can be viewed online at www.sl-rack.com

Guarantee*

10 
years

Durability

PRODUCT SHEET

Depending on the mounting surface, different types of screws are required to fasten our products.

1. Tile roof without on-roof insulation

Flange-Head Screws
» Available in 6 mm and 8 mm diameters

» 6 mm version for smaller edge distances

Wood Construction Screw
Wood construction screw for fastening into roof battens
» Werox coating for optimal durability

» Optimised geometry for minimal edge distances

Item no. 92107-10 EAN 4262355110858 Flange-head screw 6 x 100 mm TX 40 100 pcs. per PU

Item no. 92107-12 EAN 4262355110865 Flange-head screw 6 x 120 mm TX 40 100 pcs. per PU

Item no. 92108-08 EAN 4262355110872 Flange-head screw 8 x 80 mm TX 40  50 pcs. per PU

Item no. 92108-10 EAN 4262355110896 Flange-head screw 8 x 100 mm TX 40  50 pcs. per PU

Item no. 92108-12 EAN 4262355110889 Flange-head screw 8 x 120 mm TX 40  50 pcs. per PU

Item no. 93108-08 EAN 4262355113859 Flange-head screw 8 x 80 mm A2 TX40  50 pcs. per PU

Item no. 93108-10 EAN 4262355113866 Flange-head screw 8 x 100 mm A2 TX40  50 pcs. per PU

Item no. 93108-12 EAN 4262355113873 Flange-head screw 8 x 120 mm A2 TX40  50 pcs. per PU

Item no. 92107-35 EAN 4262355114306 Wood�construction�screw�6 x 35 mm�TX40 150 pcs. per PU

Also available in stainless steel

https://www.sl-rack.de/
http://www.sl-rack.co.uk
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MOUNTING SCREWS PITCHED ROOF

2. Trapezoidal Sheet Metal

Flange-Head Screws

Item no. 93155-25 EAN 4262355113415 Self-tapping screw 5.5 x 20-25 Ø 16 mm for Trapez attachments 100 pcs. per PU

Item no. 93160-25 EAN 4262355113408 Self-tapping screw 6.0 x 25-25 Ø 16 mm for Trapez attachments 100 pcs. per PU

Item no. 93155-26 EAN 4262355113446 Self-drilling screw 5.5 x 25 Ø 16 mm 100 pcs. per PU

Item no. 93148-20 EAN 4262355113521 Self-drilling screw 4.8 x 20 for Internal Connector RAIL 100 pcs. per PU

Item no. 73163-16 EAN 4262355110230 Sheet-metal screw 6.3 x 16 TX40 100 pcs. per PU

1.1 Tile roof with on-roof insulation

Double-Threaded Flange-Head Screw
	» For fastening into roof structures with on-roof insulation

Item no. 92109-195 EAN 4262355112715 Double-threaded flange-head screw 8 x 195 mm TX 40 100 pcs. per PU

Item no. 92109-275 EAN 4262355112708 Double-threaded flange-head screw 8 x 275 mm TX 40 100 pcs. per PU

Item no. 92109-335 EAN 4262355112692 Double-threaded flange-head screw 8 x 335 mm TX 40 100 pcs. per PU

https://www.sl-rack.de/
mailto:sales%40sl-rack.com?subject=
http://www.sl-rack.co.uk
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3. Hanger Bolts

Hanger bolt for wood substructure

Hanger bolt for steel substructure

Item no. 23310-200-00 EAN 4262355114146 Hangar Bolt with external hex head and pressure washer M10 x 200 mm 50 pcs. per PU

Item no. 23310-300-00 EAN 4262355114153 Hangar Bolt with external hex head and pressure washer M10 x 300 mm 50 pcs. per PU

Item no. 23312-200-00 EAN 4262355114108 Hangar Bolt with external hex head and pressure washer M12 x 200 mm 50 pcs. per PU

Item no. 23312-300-00 EAN 4262355114092 Hangar Bolt with external hex head and pressure washer M12 x 300 mm 50 pcs. per PU

Item no. 23308-195 EAN 4061245021232 EJOT Jt3-SB-3.8-8.0 x 195 M10 x 50 25 pcs. per PU

23310-200-00 23310-300-00

23310-300-00

23308-195

23312-300-00

https://www.sl-rack.de/
mailto:sales%40sl-rack.com?subject=
http://www.sl-rack.co.uk
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Material	 	 Aluminum, stainless steel screw, EPDM rubber sealing

Design Tool	 SL-Rack Configurator Solar.Pro.Tool 

Statics		  �The structural analysis is carried out in accordance with the current country-specific standards (EN 1991, EC1 for  
Germany). Depending on snow loads, wind loads, or when utilizing large modules, it may be necessary to use  
more than the usual 4 fastening points. Make sure to observe the installation manual of the respective module  
manufacturer. The load-bearing capacity of the roof has not been evaluated by SL Rack

Technical Data

Subject to technical changes
and misprints.
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SL Rack GmbH
Münchener Straße 1
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