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D-PLATE

* �Our warranty conditions apply. They can be viewed online at www.sl-rack.com

PRODUCT SHEET

Guarantee* 

10 
years

Durability

Your advantages with our products

	» One-piece, fully pre-assembled – no loose parts, fewer potential errors, and reduced  
installation time

	» Horizontal Clamp Combination included

	» Installation without cutting or grinding, ready for immediate use, quiet and clean with  
no tile damage

	» Flexible mounting options – suitable for mounting on or between rafters

	» Height‑adjustable bracket – precise leveling and optimal compensation of roof irregularities

	» Vertical Clamp Combination optionally available

	» Complies with all ZVDH DDH‑8.4 guidelines – maximum legal and planning certainty for 
installers and homeowners (ZVDH is the German Central Association of the Roofing Trade)

	» Powder-coated, made of galvanised steel – a sleek, refined look available in two color options

	» Supplied with a pre-fitted height adjuster for 30 mm batten height
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D-PLATE

D-Plate, for Frankfurter Pfanne
Item no. 11550-00 
Item no. 11550-01

D-Plate, for Erlus E58 / E58S
Item no. 11551-00 
Item no. 11551-01

D-Plate, for Erlus Forma 
Item no. 11552-00 
Item no. 11552-01

D-Plate, for  
Erlus Reformpfanne XXL
Item no. 11553-00 
Item no. 11553-01

D-Plate, for Creaton MZ3 “new”
Item no. 11554-00 
Item no. 11554-01

D-Plate, for Beavertail
Item no. 11555-00 
Item no. 11555-01
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D-PLATE

For a perfect roof attachment

	» Verify that installation conditions are suitable before starting.
	» Observe the ZVDH DDH8.4 guidelines (German Central Association of the Roofing Trade).
	» Installation is permitted only at a roof pitch approved by the roof tile manufacturer.
	» The number of fasteners is determined by calculations from the Solar.Pro.Tool.
	» Please note that special approvals are only possible upon prior agreement.
	» Suitable for batten heights of 24 – 50 mm.
	» For any questions regarding the SL Rack D-Plate, please contact: sales@sl-rack.com

Scope of delivery: 

8x D-Plate  
(PU: 8 pcs.)

Vertical Clamp Combination
Item no. 11105-05

Mid / End Clamp
Item no. 96160-00; Art. Nr. 91162-00

Accessories:

RAIL 40 / 60 / 120
Item no. 81140-XXXX; item no. 81160-XXXX; item no. 81112-XXXX

The following accessories are required for installation:
8x Wood screw flange head A2 6 x 100 TX40 (item no. 92107-10)
24x Wood screw flange head A2 6 x 35 TX40 (item no. 92107-35)

Height Compensator 5 mm
Item no. 11550-10
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For: 
Frankfurter Pfanne

Compatible roof tiles:
•	 Bras Frankfurter Pfanne
•	 Bramac Classic 1/1

Note: Identical roof tiles from other manufacturers must be 
checked for compatibility.

a b c d e
Item no. 11550-00, RAL 8004 Copper Brown (Brick Red) 135 mm 360 mm 430 mm 330 mm 30 mm

Item no. 11550-01, RAL 7016 Anthracite 135 mm 360 mm 430 mm 330 mm 30 mm
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For: 
Erlus E58 / E58S

Compatible clay roof tiles:
•	 Erlus E58
•	 Erlus E58S

a b c d e
Item no. 11551-00, RAL 8004 Copper Brown (Brick Red) 135 mm 320 mm 416 mm 278 mm 30 mm

Item no. 11551-01, RAL 7016 Anthracite 135 mm 320 mm 416 mm 278 mm 30 mm
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D-PLATE

For: 
Erlus Forma

Compatible clay roof tiles:
•	 Erlus Forma

a b c d e
Item no. 11552-00, RAL 8004 Copper Brown (Brick Red) 135 mm 330 mm 462 mm 300 mm 30 mm

Item no. 11552-01, RAL 7016 Anthracite 135 mm 330 mm 462 mm 300 mm 30 mm
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For: 
Erlus Reformpfanne XXL

Compatible clay roof tiles:
•	 Erlus Reformpfanne XXL

a b c d e
Item no. 11553-00, RAL 8004 Copper Brown (Brick Red) 135 mm 360 mm 469 mm 292 mm 30 mm

Item no. 11553-01, RAL 7016 Anthracite 135 mm 360 mm 469 mm 292 mm 30 mm
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D-PLATE

For: 
Creaton MZ3 “new”

Compatible clay roof tiles:
•	 Creaton MZ3 neu

Note: Identical roof tiles from other manufacturers must be 
checked for compatibility.

a b c d e
Item no. 11554-00, RAL 8004 Copper Brown (Brick Red) 135 mm 308 mm 416 mm 278 mm 30 mm

Item no. 11554-01, RAL 7016 Anthracite 135 mm 308 mm 416 mm 278 mm 30 mm
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D-PLATE

For: 
Beavertail

a b c d e
Item no. 11555-00, RAL 8004 Copper Brown (Brick Red) 135 mm 210 mm 416 mm 180 mm 30 mm

Item no. 11555-01, RAL 7016 Anthracite 135 mm 210 mm 416 mm 180 mm 30 mm
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D-PLATE

Installation

The installation procedure shown here is the same for all SL Rack D-Plates. Installation can be carried out 
either with or without an attachment to the rafter. If the rafter is not used for attachment, a wood screw 
approved for cross-batten applications must be used. 

Before beginning the installation, determine the required number of D-Plates for the planned PV system. The 
loads according to DIN EN 1991‑1‑4 and DIN EN 1991‑1‑3 must be taken into account.

Use of Height Compensator

The Z‑bracket of the D-Plate is designed as standard for roof battens with a minimum height of 24 mm.
The Height Compensator allows flexible adaptation to different batten heights. With its optimised geometry, 
the D-Plate can be used with batten heights ranging from 24 mm to 50 mm.

As standard, each D-Plate is supplied with a pre-assembled Height Compensator for 30 mm roof battens. 
Additional Height Compensators are available as optional accessores. With its intelligent click system, the 
Height Compensator can be quickly and easily extended.

Installation example

Required quantity of Height Compensators  
item no. 11550-10 for:
Roof batten height 24 mm	 0
Roof batten height 30 mm	 1
Roof batten height 35 mm	 2
Roof batten height 40 mm	 3
Roof batten height 45 mm	 4
Roof batten height 50 mm	 5
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1.	 Remove the tiles from the work area. 

3.	 Fasten the Delta‑Plate to the counter‑batten 
and the cross‑batten using 2 x flange‑head 
wood screws (item no. 92107-35) and 1 x flange-
head wood screw (item no. 92107-10).  
 
Caution: Ensure that at least one flange‑head 
screw is installed on the end face and one 
flange‑head screw on the longitudinal side. 

2.	 Insert the D-Plate in place of the tile to be re-
placed. 

Z-bracket installation with rafter attachment

The depicted installation is for a 24 mm roof batten without Height Compensator; the same instalation steps 
apply to all SL Rack D-Plates. 

Before beginning the installation, determine the required number of D-Plates for the planned PV system. The 
loads according to DIN EN 1991‑1‑4 and DIN EN 1991‑1‑3 must be taken into account.
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D-PLATE

4.	 Put tiles back in place. 

5.	 Install the racking as usual.

 

Z-bracket installation without rafter attachment

Primarily, installation must be carried out on the rafters; for attachment points between rafters, we recommend 
screwing the cross-battens in place (in addition to nailing).
The depicted installation is for a 24 mm roof batten without Height Compensator; the same instalation steps 
apply to all SL Rack D-Plates. 
 

1.	 Remove the tiles from the work area. 
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2.	 Insert the D-Plate in place of the tile to be replaced.  

3.	 Fix the Delta‑Plate to the cross‑battens. Use 3 x 
flange‑head wood screws (item no. 92107-35).  
 
Caution: Ensure that at least one flange‑head 
screw is installed on the end face and one 
flange‑head screw on the longitudinal side. 

4.	 Put tiles back in place.   5.	 Install the racking as usual.
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Material	 	 Aluminum, steel

Design Tool	 SL-Rack Configurator Solar.Pro.Tool 

Statics		  �The structural analysis is carried out in accordance with the current country-specific standards (EN 1991, EC1 for  
Germany). Depending on snow loads, wind loads, or when utilizing large modules, it may be necessary to use  
more than the usual 4 fastening points. Make sure to observe the installation manual of the respective module  
manufacturer. The load-bearing capacity of the roof has not been evaluated by SL Rack

Technical Data

Subject to technical changes
and misprints.
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Contact us 
for an offer:

SL Rack GmbH
Münchener Straße 1
D-83527 Haag i. OB

Email: sales@sl-rack.com
Phone: +49 8072 3767-0

www.sl-rack.com

SL Rack 
Online-ordering 

system

SL Rack 
YouTube

SL Rack 
Website

Additional information

•	 Disassembly must be carried out in reverse order and in compliance with all applicable safety regulations.

•	 Information on disposal and recycling can be found on our website at www.sl-rack.com.
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