STANDING SEAM CLAMPS 2.0 B4 |ﬁSLRaCk

Schletter Ludwig

Your advantages with our products

Specially developed for standing seam roofs

Identical top part with rail channel and slotted hole
for maximum flexibility

Suitable clamping jaws for the respective standing seam roof
Cross-rail system with our proven Cross Connector (item no. 91204-00)

Cross-rail system with our proven Cross Connector

N\ EN 1090-1

Factory
Production
Control

WWW.IUV.Com
1D 2000033073

*Qur warranty conditions apply. They can be viewed online at www.sl-rack.com
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Content:

Round Seam Clamp 2.0—18 mm
fits KalZip-Rundfalzdach ........cooiiiiiii e 4

Seam Clamp 2.0 — DFalzCU
fits copper standing SEAM rOOFS .......uuiviviiiiiiiiieiie e 4

Seam Clamp 2.0 — DFalzPRO
fits double standing SEaM roOfs .........uvuiiiiiiiiiiei e 5

Industrial Seam Clamp 2.0-1
LR 2o 0 g = T 2 0 ST PRPR 5

Seam Clamp 2.0 — DfalzAlu
fits Prefa and aluminum standing seam roofs..........cccccovveeiiieiiiiee e, 6

Industrial Seam Clamp 2.0 -2
fits Zambelli RIB ROOT500 .......ccccciiiiiiiiiiieeeeee e e e e e ene e 6

Industrial Seam Clamp 2.0 -3
fits Zambelli RIB ROOTABS .....ccccueeeieee ettt ettt e e e e e e e nraeaa s 7

Round Seam Clamp 2.0—22 mm
fits Zambelli RIB ROOT EVO . .uuuuuiiiiiiieieieiiiiiieeeeeeeeeeeeet e e e e e e e e eeeeeeaeeeeeeeeeeaeans 7
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Industrial Seam Clamp 2.0-4
FItS DOMICO GBS ..o e e e e e e e e e rrr e e e e aaaeas 8

Industrial Seam Clamp 2.0-5

L1 Do 411 (=Y ol PSPPSR 8
Installation cross-rail system with Cross CONNECtOr .......cccccvvvvveveeeeeeeeeeeeeeeeccinnns 9
Installation for direct MOUNTING.....cccccciiiiiiiiiiiee e 10
Installation cross-rail system with M10 BOItS ......ocoeeiiiiiiiiiiiiiiiieeeeeeee e, 11

For a perfect roof connection:

Check for suitability before installation.

Follow the specifications of ZVDH.

Consider the roof manufacturer's approval.

The number of seam clamps depends on the calculations of the Solar.Pro.Tool.

Please note that custom approvals require prior consultation.

If you have any questions about our seam clamps, please contact sales@sl-rack.com

Accessories:

Cross Connector Mid clamp End clamp
Item no. 91204-00 Item no. 91160-01 Item no. 91162-01
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Round Seam Clamp 2.0 -18 mm
fits KalZip — round seam roof

Dimensions:

Item no. 11402-01 90 mm 68 mm @18 mm

Installation:

Position Round Seam Clamp 2.0—-18 mm, Tighten the round seam clamp
which fits KalZip, on the seam. with a torque of 10 Nm.

Seam Clamp 2.0 - DFalzCU
fits copper standing seam roofs

Dimensions:

Item no. 11402-03 90 mm 68 mm 17 ([

Installation:

Position Seam Clamp 2.0 — DFalCu, which Tighten the standing seam clamp
fits copper double standing seam roofs, on with a torque of 25 Nm.
the seam.
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Seam Clamp 2.0 — DFalzPRO
fits double standing seam roofs
Dimensions:
a b 0 G
Item no. 11402-05 90 mm 68 mm \QEFE
. b
Installation: ( J
(V|
! s

Hook the Seam Clamp 2.0 — DFalzPRO, which fits  Tighten the standing seam clamp
double standing seam roofs, into the seam. with a torque of 12 Nm.

Industrial Seam Clamp 2.0-1
fits Roma RD

Dimensions:

a b
Item no. 11402-06 90 mm 68 mm

Optional: Railbridge for Roma RD

Installation:

Position Industrial Seam Clamp 2.0-1, Tighten the industrial seam clamp
which fits Roma RD, on the seam. with a torque of 10 Nm.
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Seam Clamp 2.0 — DfalzAlu
fits Prefa and aluminum standing seam roofs

Dimensions:

Item no. 11402-07 90 mm 68 mm 80 mm

Installation:

Position Seam Clamp 2.0 — DFalzAlu,
which fits Prefa, on the seam.

Tighten the standing seam clamp
with a torque of 10 Nm.

Industrial Seam Clamp 2.0 -2
fits Zambelli RIB Roof500

Dimensions: L . .

Item no. 11402-08 90 mm 68 mm

Installation:

Position Industrial Seam Clamp 2.0 — 2, which
fits Zambelli RIB Roof500, on the seam.
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Industrial Seam Clamp 2.0 -3
fits Zambelli RIB Roof465

Dimensions:
a b f
Item no. 11402-09 90 mm 68 mm

Installation:

"/

Position Industrial Seam Clamp 2.0 -3, Tighten the industrial seam clamp
which fits RIB Roof465, on the seam. with a torque of 10 Nm.

Round Seam Clamp 2.0 -22 mm
fits Zambelli RIB Roof Evo

Dimensions: - . -
i —_ ]
a b [ (C
)
Item no. 11402-10 90 mm 68 mm @22 mm ] ”
I T Y
. L 3
Installation: 7 AN
)
N—~

Position Round Seam Clamp 2.0—-22 mm, Tighten the Round Seam Clamp
which fits RIB Roof Evo, on the seam. with a torque of 10 Nm.
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Industrial Seam Clamp 2.0-4
fits Domico GBS
Dimensions: e . .‘
a b 7 ﬁ'
Item no. 11402-11 90 mm 68 mm
b
Installation:
Position Industrial Seam Clamp 2.0 -4, Tighten the industrial seam clamp
which fits Domico GBS, on the seam. with a torque of 10 Nm.
Industrial Seam Clamp 2.0-5
fits Domitec
Dimensions: , . 1
Item no. 11402-12 90 mm 68 mm
b
Installation:
1
Position Industrial Seam Clamp 2.0 -5, Tighten the industrial seam clamp

which fits Domitec, on the seam. with a torque of 10 Nm.
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The installation shows the attachment to the Industrial Seam Clamp 2.0 — 1 as an example. The installation
steps are idendical for all seam clamps.

Installation of cross-rail system with Cross Connector

Insert the Cross Connector into the rail channel. Place the RAIL onto the Cross Connector.

(3] 4]

Tighten the Cross Connector with a tightening torque  Position the module onto the RAIL.
of 10 Nm.

o (6]

Press the module clamp into the rail channel. Clamp the module with a tightening torque of
10 Nm.
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Direct mount

Position the module onto the seam clamp. Press the module clamp into the rail channel of the
seam clamp.

Clamp the module with a tightening torque of
10 Nm.
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Installation of cross-rail system with M10 bolt

Insert the hex bolt into the bottom rail channel. Note: The bolt should be located above the sloted
hole.

Press the module clamp into the rail channel.

Clamp the module with a tightening torque of
10 Nm.
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Technical Data
Material Aluminum, stainless steel screw
Design Tool SL-Rack Configurator Solar.Pro.Tool
Statics The structural analysis is carried out in accordance with the current country-specific standards (EN 1991, EC1 for

Germany). Depending on snow loads, wind loads, or when utilizing large modules, it may be necessary to use
more than the usual 4 fastening points. Make sure to observe the installation manual of the respective module
manufacturer. The load-bearing capacity of the roof has not been evaluated by SL Rack

SL Rack
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